
INSTRUCTIONS 

For Using 200ml®Oakridge Bottle 

 
For use, these bottles must be properly sealed with a 3-part sealing assembly.  The sealing assembly, 
illustrated below, consists of a cap, plug and an o-ring.  The catalog number of the sealing assembly is listed 
in the table below.  The table also gives the maximum volume of fluid that the bottle can contain during 
operation.  Do not overfill these bottles … if you do, they may leak during centrifugation. 

To seal the bottle, place the o-ring on the underside of the plug (no lubrication required), then insert the plug 
into the neck of the bottle.  Put the sealing cap on the bottle and tighten the cap by hand until snug.  Do not 
over tighten. 

The cap is made of polyacetal and must not be autoclaved.  Sterilization can be achieved by treatment with 
ethylene oxide gas or by a cold method such as aqueous solutions of 70% ethanol, 70% isopropanol or 10% 
hydrogen peroxide.  The plug is made of UHMWPE and can be autoclaved as can the buna-n o-ring.  The 
bottle can be autoclaved.  Parts must be autoclaved separately – autoclaving of assembled parts may cause 
deformation.  The plug, o-ring and bottle may also be sterilized by the same cold methods given above for 
the cap. 

Bottle 
Catalog 
Number 

(Qty/Pkg)

Nominal Fill 
Volume, ml

Maximum Fill 
Volume, ml

Material Maximum 
Speed, rpm

Maximum 
Speed with 

less than full 
volume, rpm

Sealing Assy 
Catalog 
Number 

(Qty/Pkg)

4364 
(1)

250 200 Polyallomer 21,000 Full volume 
required

4384 
(1)
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